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BenQ DLP Projector	

•	 Wireless Projection Suppor ting Multiple Operating Systems and Devices

•	 Adjustable Lens and Auto Keystone for Super Easy Set-up

•	 Columnar Design Fitting Anywhere

•	 3-Hours Battery Life

•	 Independent Bluetooth Speaker Mode

•	 Latest USB-C™ Connector with DisplayPor t Alternate Mode

•	 Sleek Design for Multiple Uses

Features

Product Specifications

Projection System	 DLP 3430
DMD type	 0.2”
Native Resolution	 480p (854 x 480 pixels)
Brightness	 200 ANSI Lumens
Contrast Ratio*	 100,000 : 1
Display Color	 16.7 Million Colors
Aspect Ratio	 Native 16 : 9 (5 aspect ratios selectable)
Light Source	 Osram Q9 LED
Light Source life**	 20,000 / 30,000 hrs (Normal / Eco)
Throw Ratio	 1.3 (35” @ 1m)
Zoom Ratio	 Fixed
Keystone Correction	 1D, Vertical ± 40 degrees
Projection Offset	 100% ± 5%
Projection Size (Clear Focus / Maximum)	 30”~100”
Integrated Circuit	 Qualcomm Snapdragon 210 MSM8909
Operating System	 Android 7.1.2
RAM	 1G LPDDR3
Flash	 8G EMMC
WLAN	 IEEE 802.11 a/b/g/n, 2.4G/5G
Antenna	 Yes
Built-in Speaker	 5W Chamber x 1
Features	 Wireless Projection (for iOS / macOS, AndroidTM, PC), USB-C™ with DisplayPort Alternate Mode, 15° Adjustable Lens and 
	 Auto Keystone, 3 Hours Battery,  Bluetooth Speaker	
Resolution Support	 VGA (640 x 480) to Full HD (1920 x 1080)
Power Consumption (Max/Normal/Battery/Standby)	 24W / 16.7W / 13.1W / 0.5W 
Standby Power Consumption	 0.5W Max. at 100 ~ 240VAC
Power Supply	 VAC 100 ~ 240 (50 / 60Hz)
Product Dimensions (W x H x D)	 80 x 155 x 80 mm
Product Weight	 708 g
Noise Level (Normal / Eco)	 29dBA / 28dBA
Operating Temperature	 0 ~ 40°C
Accessories (Standard)	 Power Adaptor 
	 Plug set
	 USB-C™ with DisplayPort Alternate Mode Cable
	 Remote Control (RCI014) 
	 Quick Start Guide
	 Warranty Card (by region)
	 Carry Bag
On Screen Display Languages	 Arabic / English / French / German / Hindi / Japanese / Korean / Portuguese / Simplified Chinese / Spanish / Traditional Chinese 
	 (11 Languages)

*  The contrast is measured by the Full On Full Off standard.
** Lamp life results will vary depending on environmental conditions and usage.  Actual product’s features and specifications are subject to change without notice.	 	
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Distance Chart

All measurements are approximate and may vary from 
the actual sizes. 
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