BlueCore Laser Projectors from the
World’s No. | DLP Brand

Take Advantage of Long-Lasting DLP Pure Color

@ BLUECOE

LASER

Museums/Entertainment  Exhibitions ~ Boardrooms  Control Rooms  Staging

Because it matters



Model Nome

Picture
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Lens
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Advanced Feature

Security
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Installation
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Power Supply
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Built-in Speaker

Operating Temperature

On Screen Display Language

LU9715

Specification

LU9235

LX9215

| DLP 0.67 WUXGA DC3 DMD Chip

| DLP 0.67 WUXGA DC3 DMD Chip

| DLP 0.7 XGA DC3 DMD Chip

1920%1200 pixels, 16:10

1920%1200 pixels, 16:10

1024768 pixels, 4:3

8000 ANSI lumens

6000 ANSI lumens

6000 ANSI lumens

100,000: 1 (Dynamic black on)

100,000:1

100,000: |

Vertical: # 30° , Horizontal:  30°

Vertical: # 30° , Horizontal:  30°

Vertical: + 30° , Horizontal: + 30°

Native 16:10 (9 aspect ratio selectable)
(5:4/4:3/16:10/16:9/1.88/2.35/Theaterscope/Source(Auto)/
Unscaled(Real))

Native 16:10 (5 aspect ratio selectable)
(Auto/Real/4:3/16:9/16:10)

Native 4:3 (5 aspect ratio selectable)
(Auto/Real/4:3/16:9/16:10)

Laser diodes

Laser diodes

Laser diodes

20000/45000/85000 hours(Normal/Eco/Custom by 50%)

8 Lenses (Motorized lens control)

20000/38000/75000 hours(Normal/Eco/Dimming)

5 Lenses (Manual zoom and focus)

20000/38000/75000 hours(Normal/Eco/Dimming)

5 Lenses (Manual zoom and focus)

V (0 ~ +50%), H (-10% ~ +10%) Standard lens

V (-15% ~ +55%), H (-5% ~ +5%) Standard Lens

V (-10% ~ +50%), H (-5% ~ +5%) Standard Lens

80"-500", Standard lens

VGA(640 x 480) to WUXGA(1920 x 1200)

50"-300", Standard lens

VGA(640 x 480) to WUXGA(1920 x 1200)

50"-300", Standard lens

VGA(640 x 480) to WUXGA(1920 x 1200)

15K ~ 92kHz

15 ~ 102kHz

15 ~ 102kHz

23 ~ 85Hz

23 ~ 120Hz

23 ~ 120Hz

4804, 480p, 576i, 576p, 720p, 1080, 1080p

4804, 480p, 576i, 576p, 720p, 1080, 1080p

480i, 480p, 576i, 576p, 720p, 1080i, 1080p

NA

Security bar, Power cord lock. Lens lock

NTSC/ NTSC4.43/ PAL
(Including PAL-M, PAL-N/ SECAM/ PAL60)

Security bar, Power cord lock. Lens lock

NTSC/ NTSC4.43/ PAL
(Including PAL-M, PAL-N/ SECAM/ PAL60)

Security bar, Power cord lock. Lens lock

* Blank for True Black
+ Geometric Correction
Corner Fit for 4 Corners, Surface Fit for Pincushion and Barrel
* Image Rotation(-45 to 45 degree)
+ Embedded Edge Blending
+ Custom Lightsource Mode(light power adjustment)
* 24/7 Operation
* Dust Proof Engine
* Liquid Cooling System
* Various Test Pattern
* Lens Memory

* Blank for True Black

* 2D Keystone

+ Corner Fit for 4 Corners

+ Custom Lightsource Mode(light power adjustment)
+ Dicom Simulation Mode

* 24/7 Operation

* Dust Proof Engine

* Various Test Pattern

* Blank for True Black

* 2D Keystone

* Corner Fit for 4 Corners

* Custom Mode(light power adjustment)
* Dicom Simulation Mode

* 24/7 Operation

* Dust Proof Engine

* Various Test Pattern

360° and Portrait

Normal 850Watts. Eco 675Watts.

360° and Portrait

Normal 640Watts. Eco 500Watts.

360° and Portrait

Normal 640Watts. Eco 500Watts.

Normal < 0.5Watts. Network < 6W.

Normal < 0.5Watts. Network < 6W.

Normal < 0.5Watts. Network < 6W.

100~240V AC

100~240V AC

100~240V AC

500 x 211 x 583 mm

470 x 216 x 525 mm

470 x 216 x 525 mm

28kg(without lens)

25kg(without lens)

25kg(without lens)

40dBA/37dBA 36dBA/33dBA 36dBA/33dBA
NA 20W(10W*2) 20W(10W*2)
0~40°C 0~40°C 0~40°C

English/German/Spanish/French/Italian/Swedish/
Portuguese/Russian/Simplified Chinese/Traditional
Chinese /Korean/Japanese

Arabic/Bulgarian/ Croatian/ Czech/ Danish/ Dutch/ English/
Finnish/ French/ German/ Greek/ Hindi/ Hungarian/ Italian/
Indonesian/ Japanese/ Korean/ Norwegian/ Polish/
Portuguese/ Romanian/ Russian/ Simplified
Chinese/Spanish/ Swedish/ Turkish/ Thai/ Traditional
Chinese

Arabic/Bulgarian/ Croatian/ Czech/ Danish/ Dutch/ English/
Finnish/ French/ German/ Greek/ Hindi/ Hungarian/ Italian/
Indonesian/ Japanese/ Korean/ Norwegian/ Polish/
Portuguese/ Romanian/ Russian/ Simplified
Chinese/Spanish/ Swedish/ Turkish/ Thai/ Traditional
Chinese

*Light source life results will vary depending on environmental conditions and usage.Actual product's features and specifications are subject to change without notice.




